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HC-401 CASEMENT
Thermal Performance Ratings
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LAYERS OF U-FACTOR  U-FACTOR VTVisible
MODEL CODE GLazING  SHCC i E  wmak  ER o Tapsmittance
180 ESC-Arg-Cl 2 058 0.27 152 35 0.49
180 ESC-Arg-i89 2 056 0.23 129 39 0.47
180 ESC-Arg-i89 (With Grilles) 2 0.43 0.23. 1.29 36 0.51
180 ESC-Arg-Kry-i89 2 0.47 0.23 1.28 39 0.56
180 ESC-Arg-Kry-i89 (With Grilles) 2 0.43 0.23 1.28 36 0.51
180 ESC-Arg-Cl-Arg-180 ESC 3 0.43 0.20 114 39 051
180 ESC-Arg-Cl-Arg-180 ESC (With Grilles) 3 0.39 0.21 118 36 0.46
180 ESC-Arg-Kry-180 ESC Arg-Kry-i89 5 041 o7 094 43 0.50
180 ESC-Arg-Kry-180 ESC Arg-Kry-i89 (With Grilles) 3 0.37 017 097 40 0.45

Energy Star Energy Star Most Efficient

STRUCTURAL RATINGS

AAMA/WDMA/CSA 101/1.5.2/A440-11 AND A440S1-19 | Size Tested: 813 x 1829mm (32" x 72") | CW-PG70
Positive Design Pressure = +3360 Pa (+70.18 psf) | Negative Design Pressure = - 3360 Pa (-70.18 psf)
Water Test Pressure: 730Pa | Canadian Air Infiltration/Exfiltration: A3
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